Service Solutions Made Simple.

At Zebra, we’ve built our reputation on providing industry-

leading solutions. Now, Zebra has brought industry-leading @
technology to the oil-change, preventive maintenance, and

service industry. Zebra offers a complete solution that includes g

a space-saving thermal bar code printer, a ZebraCare™ service /:}:%
agreement, and a selection of white and clear static cling

window labels. Zebra’s static-cling service solution provides

excellent print quality, allowing your customers to print easy-to-

read variable data the first time, every time.

Zebra® 8000T Cling

Oil Change, Preventive Maintenance, and Service Solutions

Print, Apply, and Remove Cleanly
Match 8000T Cling with a Zebra ribbon and your service-industry

customers are ready to print and apply high-quality labels. This static
cling material sticks to glass and plastic surfaces and leaves behind no
residue, making it perfect for temporary identification. Their customers
no longer have to guess when they’re due for the next scheduled
maintenance.

Get More Mileage out of Your
Supplies

Driven by complaints from customers
using non-Zebra cling materials with
Zebra printers, we worked with our R&D
team to develop a cling label that works
with the Zebra TLP 2824-Z printer.

Use a KDU Plus™ Keyboard Display Unit

Updating the mileage or return-for-service information is a snap with the
KDU Plus. Enter information using the full-size keyboard—no computer
needed. Match it with Zebra’'s TLP 2824-Z™ printer, and you've got a
total solution that leaves your customers plenty of room on the
workbench.

Other cling products will cause streaks
where the ribbon sticks to the label
surface when residing in an idle printer.
We developed the 8000T Cling label
topcoating to eliminate this issue,
providing a clean, printable label

Stock Sizes

8000T Cling White 8000T Cling Clear
2" x 1.25" 2" x 1.25" surface.

Using label materials that are much
thicker than the printer specification will
cause printing problems. The 8000T
Cling liner is nearly 2 mil thinner than on
conventional cling labels—reducing
potential printing problems while
delivering more labels per roll.
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Label — PN 10003860 Label — PN 10003864
Ribbon — PN 800132-102 (3200) Ribbon — PN 800132-002 (5319)
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